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1
SLIDE RAIL ASSEMBLY AND BRACKET
DEVICE THEREOF

FIELD OF THE INVENTION

The present invention relates to a slide rail and more par-
ticularly to a slide rail assembly with a bracket device adap-
tive to racks of different depths.

BACKGROUND OF THE INVENTION

Generally, a slide rail assembly in a rack-based server
system is mounted with a bracket at the front as well as at the
rear in order to be mounted to two posts of a rack via the two
brackets. As the distance between the two posts may vary with
system design or due to other factors, adjustable brackets are
in demand. U.S. Pat. No. 8,028,965 B2 and U.S. Pat. No.
8,721,012 B2, for example, disclose such adjustable brackets.
The disclosure of these two US patents is incorporated herein
by reference.

SUMMARY OF THE INVENTION

The present invention relates to a bracket device applicable
to a slide rail assembly and adaptive to racks of different
depths.

According to one aspect of the present invention, a bracket
device applicable to a rail of a slide rail assembly includes a
first supporting bracket, a second supporting bracket, a third
supporting bracket, and a mounting bracket. The first support-
ing bracket is connected to the rail of the slide rail assembly.
The second supporting bracket is movably connected to the
first supporting bracket. The third supporting bracket is mov-
ably connected to the second supporting bracket. The mount-
ing bracket is movably connected to the third supporting
bracket and includes a side plate, an end plate substantially
perpendicularly connected to the side plate, and at least one
mounting member connected to the end plate.

According to another aspect of the present invention, a
slide rail assembly includes: a rail having two portions; and a
bracket device and another bracket device respectively
mounted to the two portions of the rail so that the slide rail
assembly can be mounted to a first post and a second post of
arack. The bracket device includes a first supporting bracket,
a second supporting bracket, a third supporting bracket, and a
mounting bracket. The first supporting bracket is connected
to the rail of the slide rail assembly. The second supporting
bracket is movably connected to the first supporting bracket.
The third supporting bracket is movably connected to the
second supporting bracket. The mounting bracket is movably
connected to the third supporting bracket and includes a side
plate, an end plate substantially perpendicularly connected to
the side plate, and at least one mounting member connected to
the end plate.

According to yet another aspect of the present invention, a
bracket device applicable to a rail of a slide rail assembly is
provided, wherein the rail includes an upper wall, a lower
wall, and a middle wall extending and connected between the
upper wall of the rail and the lower wall of the rail. The
bracket device includes a first supporting bracket, a second
supporting bracket, a third supporting bracket, and a mount-
ing bracket. The first supporting bracket is connected to the
middle wall of the rail and includes an upper wall, a lower
wall, a middle wall extending and connected between the
upper wall of the first supporting bracket and the lower wall of
the first supporting bracket, a first bent portion bent down-
ward from the upper wall of the first supporting bracket, and
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a second bent portion bent upward from the lower wall of the
first supporting bracket and corresponding to the first bent
portion of the first supporting bracket. The upper wall, the
lower wall, the middle wall, the first bent portion, and the
second bent portion of the first supporting bracket jointly
define a supporting passage. The second supporting bracket is
located in the supporting passage of the first supporting
bracket and includes an upper wall, a lower wall, a middle
wall extending and connected between the upper wall of the
second supporting bracket and the lower wall of the second
supporting bracket, a first bent portion bent downward from
the upper wall of the second supporting bracket, and a second
bent portion bent upward from the lower wall of the second
supporting bracket. The upper wall of the second supporting
bracket is located in the supporting passage of the first sup-
porting bracket and is adjacent to the upper wall of the first
supporting bracket. The lower wall of the second supporting
bracket is located in the supporting passage of the first sup-
porting bracket and is adjacent to the lower wall of the first
supporting bracket. The middle wall of the second supporting
bracket is located in the supporting passage of the first sup-
porting bracket and is adjacent to the middle wall of the first
supporting bracket. The upper wall, the lower wall, the
middle wall, the first bent portion, and the second bent portion
of the second supporting bracket jointly define a supporting
passage. The third supporting bracket is located in the sup-
porting passage of the second supporting bracket and
includes a first bent portion, a second bent portion, and a
middle wall extending and connected between the first bent
portion of the third supporting bracket and the second bent
portion of the third supporting bracket. The first bent portion
of the third supporting bracket is located in the supporting
passage of the second supporting bracket and is adjacent to
the upper wall of the second supporting bracket. The second
bent portion of the third supporting bracket is located in the
supporting passage of the second supporting bracket and is
adjacent to the lower wall of the second supporting bracket.
The mounting bracket includes a side plate adjacent to the
middle wall of the third supporting bracket, an upper wall and
a lower wall respectively connected to two opposite sides of
the side plate, a first bent portion bent downward from the
upper wall of the mounting bracket, and a second bent portion
bent upward from the lower wall of the mounting bracket. The
side plate, the upper wall, and the lower wall of the mounting
bracket jointly define a receiving space for receiving the first
supporting bracket, the second supporting bracket, and the
third supporting bracket. A bracket passage in which the rail
can be inserted is defined between the first bent portion of the
mounting bracket and the second bent portion of the mount-
ing bracket. The first bent portion of the mounting bracket
corresponds to the upper wall of the rail while the second bent
portion of the mounting bracket corresponds to the lower wall
of the rail.

In some embodiments of any of the above aspects, the rail
of'the slide rail assembly further includes a side, and the first
supporting bracket is connected to the side of the rail of the
slide rail assembly.

In some embodiments of any of the above aspects, the rail
further includes a first blocking portion and a second blocking
portion, a slot is defined between the first blocking portion of
the rail and the second blocking portion of the rail, and the
bracket device further includes a protruding member passing
through the slot of the rail and connected to the second sup-
porting bracket.

In some embodiments of any of the above aspects, the
second supporting bracket includes a blocking section, and
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the third supporting bracket includes a blocking section cor-
responding to the blocking section of the second supporting
bracket.

In some embodiments of any of the above aspects, the
mounting bracket further includes a first bent portion and a
second bent portion respectively connected to two opposite
sides of the side plate, there is a bracket passage between the
first bent portion and the second bent portion, and the rail of
the slide rail assembly is inserted in the bracket passage such
that the mounting bracket is mounted to the rail and can be
displaced relative to the rail.

In some embodiments of any of the above aspects, the side
plate of the mounting bracket further includes a first blocking
portion and a second blocking portion, a slot is defined
between the first blocking portion of the mounting bracket
and the second blocking portion of the mounting bracket, and
the bracket device further includes a connecting member
passing through the slot of the side plate of the mounting
bracket and connected to the third supporting bracket.

One of the advantageous features of implementing the
present invention is that the bracket device of the slide rail
assembly can adapt to racks of various depths.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention as well as a preferred mode of use and the
advantages thereof will be best understood by referring to the
following detailed description of some illustrative embodi-
ments in conjunction with the accompanying drawings, in
which:

FIG. 1 is a schematic perspective view of the slide rail
assembly in an embodiment of the present invention, wherein
the slide rail assembly includes bracket devices;

FIG. 2 is a schematic exploded view of the bracket device
in an embodiment of the present invention;

FIG. 3 is a schematic assembled sectional view of the
bracket device in an embodiment of the present invention;

FIG. 4 is a schematic sectional view taken along line 4-4 in
FIG. 1,

FIG. 5 schematically shows how the slide rail assembly in
an embodiment of the present invention is mounted to a rack
via the bracket devices;

FIG. 6A is a schematic drawing in which the mounting
bracket in an embodiment of the present invention is at a first
position relative to the rail of the slide rail assembly;

FIG. 6B is a schematic drawing in which the mounting
bracket in FIG. 6A has been adjusted (i.e., displaced) to a
second position relative to the rail of the slide rail assembly;

FIG. 6C is a schematic drawing in which the mounting
bracket in FIG. 6A has been adjusted (i.e., displaced) to a
third position relative to the rail of the slide rail assembly;

FIG. 6D is a schematic drawing in which the mounting
bracket in FIG. 6A has been adjusted (i.e., displaced) to a
fourth position relative to the rail of the slide rail assembly;
and

FIG. 7 schematically shows how the slide rail assembly in
FIG. 5 is mounted to another rack via the bracket devices.

DETAILED DESCRIPTION OF THE INVENTION

Referring to FIG. 1, the slide rail assembly 20 in an
embodiment of the present invention includes a rail 22. The
rail 22 has two portions (e.g., a front portion and a rear
portion) which are mounted with a bracket device 24 and a
bracket device 26 respectively. Hereinafter, the bracket
device 24 is detailed to illustrate the features of the preferred
embodiments of the present invention.
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In a preferred embodiment as shown in FIG. 2 and FIG. 3,
the rail 22 includes a first blocking portion 28a and a second
blocking portion 285, and a slot 30 is defined between the first
blocking portion 28a and the second blocking portion 285.
The bracket device 24 includes a first supporting bracket 32,
a second supporting bracket 34, a third supporting bracket 36,
and a mounting bracket 38.

The first supporting bracket 32 is fixedly connected to the
rail 22. For instance, the first supporting bracket 32 is fixedly
connected to a side 42 (e.g., the rear side) of the rail 22 by a
plurality of positioning elements 40 and is adjacent to the first
blocking portion 28a of the rail 22. As the first supporting
bracket 32 is fixedly connected to the rail 22, the first sup-
porting bracket 32 can be viewed as a part of the rail 22. It is
also feasible to connect the first supporting bracket 32 to the
rail 22 by other connecting means such as soldering, threaded
connection, or mechanical engagement. The present inven-
tion imposes no limitations in this respect.

The second supporting bracket 34 is movably connected to
the first supporting bracket 32. The second supporting bracket
34 includes a first portion 44a, a second portion 445 opposite
the first portion 44a, and a blocking section 46 located
between the first portion 444 and the second portion 445. The
first portion 44a is movably connected to the first supporting
bracket 32. The second portion 445 corresponds to the slot 30
of the rail 22 and includes a protruding member 48. The
protruding member 48 can be formed with the second portion
44b or, as in this embodiment, be a separate component. A
portion of the protruding member 48 passes through the slot
30 of the rail 22 and is connected to the second portion 445
such that the remaining portion of the protruding member 48
is limited between the first blocking portion 28a and the
second blocking portion 285 of the rail 22. This allows the
second supporting bracket 34 to be adjusted (i.e., displaced)
relative to the first supporting bracket 32 to a limited extent
defined by the length of the slot 30. Preferably, the blocking
section 46 is adjacent to the second portion 445.

The third supporting bracket 36 is movably connected to
the second supporting bracket 34. The third supporting
bracket 36 includes a first portion 50a, a second portion 505
opposite the first portion 50a, and a blocking section 52
located between the first portion 50« and the second portion
505. The blocking section 52 of the third supporting bracket
36 corresponds in position to the blocking section 46 of the
second supporting bracket 34.

The mounting bracket 38 is movably connected to the third
supporting bracket 36. The mounting bracket 38 includes a
side plate 54, an end plate 56 substantially perpendicularly
connected to the side plate 54, and at least one mounting
member 58 connected to the end plate 56. In this embodiment,
two mounting members 58 are provided by way of example.
In a preferred embodiment, the side plate 54 further includes
a first blocking portion 60a and a second blocking portion
605, and a slot 62 is defined between the first blocking portion
60a and the second blocking portion 604.

It is worth mentioning that the third supporting bracket 36
includes a connecting member 64. The connecting member
64 can be formed with the third supporting member 36 or, as
in this embodiment, be a separate component. A portion of the
connecting member 64 passes through the slot 62 of the side
plate 54 and is connected to the third supporting bracket 36
such that the remaining portion of the connecting member 64
is limited between the first blocking portion 60a and the
second blocking portion 6056 of the side plate 54. This allows
the mounting bracket 38 to be adjusted (i.e., displaced) rela-
tive to the third supporting bracket 36 to a limited extent
defined by the length of the slot 62.
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Referring to FIG. 4, the rail 22 further includes an upper
wall 664, a lower wall 665, and a middle wall 68 extending
and connected between the upper wall 664 and the lower wall
665.

The first supporting bracket 32 includes an upper wall 70a,
a lower wall 705, a middle wall 72 extending and connected
between the upper wall 70a and the lower wall 705, a first bent
portion 74a bent downward from the upper wall 70q, and a
second bent portion 745 bent upward from the lower wall 705
and corresponding to the first bent portion 74a. The upper
wall 70a, the lower wall 705, the middle wall 72, the first bent
portion 74a, and the second bent portion 745 jointly define a
supporting passage 76. The first supporting bracket 32 is
fixedly connected to the side 42 of the middle wall 68 of the
rail 22 through the middle wall 72.

The second supporting bracket 34 is located in the support-
ing passage 76 of the first supporting bracket 32. The second
supporting bracket 34 includes an upper wall 78q, a lower
wall 785, a middle wall 80 extending and connected between
the upper wall 78a and the lower wall 784, a first bent portion
82a bent downward from the upper wall 784, and a second
bent portion 826 bent upward from the lower wall 785 and
corresponding to the first bent portion 82a. The upper wall
78a, the lower wall 78b, the middle wall 80, the first bent
portion 824, and the second bent portion 825 jointly define a
supporting passage 84. The upper wall 78a is further bent
backward and pressed against the middle wall 80 at a position
adjacent to an upper part of the middle wall 80, is located in
the supporting passage 76 of the first supporting bracket 32
and adjacent to the upper wall 70q, and thus forms an upper
support. The lower wall 786 is further bent backward and
pressed against the middle wall 80 at a position adjacent to a
lower part of the middle wall 80, is located in the supporting
passage 76 of the first supporting bracket 32 and adjacent to
the lower wall 7056, and thus forms a lower support. The
middle wall 80 is located in the supporting passage 76 of the
first supporting bracket 32 and adjacent to the middle wall 72
and thus forms a middle support.

The third supporting bracket 36 is located in the supporting
passage 84 of the second supporting bracket 34. The third
supporting bracket 36 includes a first bent portion 86a, a
second bent portion 865, and a middle wall 88 extending and
connected between the first bent portion 86a and the second
bent portion 865. The first bent portion 86a is bent from the
middle wall 88 and turned upward, is located in the support-
ing passage 84 of the second supporting bracket 34 and adja-
cent to the upper wall 78a, and thus forms an upper support.
The second bent portion 865 is bent from the middle wall 88
and turned downward, is located in the supporting passage 84
of'the second supporting bracket 34 and adjacent to the lower
wall 785, and thus forms a lower support. The middle wall 88
is adjacent to the side plate 54 of the mounting bracket 38 (in
other words, the side plate 54 of the mounting bracket 38 is
adjacent to the middle wall 88 of the third supporting bracket
36) and forms a middle support.

The mounting bracket 38 includes an upper wall 90a and a
lower wall 905 respectively connected to two opposite sides
of the side plate 54, a first bent portion 92a bent downward
from the upper wall 90qa, and a second bent portion 925 bent
upward from the lower wall 905 and corresponding to the first
bent portion 92a. The side plate 54, the upper wall 90a, and
the lower wall 905 jointly define a receiving space 94 for
receiving the first supporting bracket 32, the second support-
ing bracket 34, and the third supporting bracket 36. Defined
between the first bent portion 92a and the second bent portion
92b is a bracket passage 96 in which the rail 22 can be
inserted. More particularly, the first bent portion 92a is con-
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figured to hold the upper wall 66a of the rail 22 and hence
forms an upper support, and the second bent portion 925 is
configured to hold the lower wall 665 of the rail 22 and hence
forms a lower support. Thus, displacement of the mounting
bracket 38 relative to the rail 22 can be carried out in a
well-supported manner, and the first supporting bracket 32,
the second supporting bracket 34, and/or the third supporting
bracket 36 can be adjusted (i.e., displaced) relative to one
another also in a well-supported manner.

FIG. 5 shows how the slide rail assembly 20 is mounted to
a first post 98a and a second post 985 of a rack via the bracket
device 24 and the bracket device 26. More specifically, the
bracket device 26 can be mounted to the second post 985
when a first distance D1 exists between the first post 98a and
the second post 985, and the mounting bracket 38 of the
bracket device 24 can be adjusted to adapt the distance
between the mounting bracket 38 of the bracket device 24 and
the bracket device 26 to the first distance D1. The mounting
bracket 38 is mounted to the first post 984 via the mounting
members 58.

In FIG. 6A, the mounting bracket 38 of the bracket device
24 is at a first position P1 relative to the rail 22, with the
connecting member 64 located in the slot 62 of the mounting
bracket 38 and adjacent to the second blocking portion 605.

FIG. 6B shows that the mounting bracket 38 can be
adjusted in the arrow-indicated direction from the first posi-
tion P1 to a second position P2 relative to the rail 22 such that
the first blocking portion 60a of the mounting bracket 38 is
pressed against the connecting member 64.

Referring to FIG. 6C, the mounting bracket 38 can be
further adjusted according to the user’s need and displaced
from the second position P2 to a third position P3 relative to
the rail 22 such that, with the connecting member 64 driving
the third supporting bracket 36 into displacement, the block-
ing section 52 of the third supporting bracket 36 is pressed
against the blocking section 46 of the second supporting
bracket 34.

In FIG. 6D, the mounting bracket 38 has been further
adjusted according to the user’s need and displaced from the
third position P3 to a fourth position P4 relative to the rail 22.
During the adjustment, the blocking section 52 of the third
supporting bracket 36 is pressed against the blocking section
46 of the second supporting bracket 34 and drives the second
supporting bracket 34 into displacement. As a result, the
protruding member 48 is driven by the second supporting
bracket 34 to displace in the slot 30 of the rail 22 from the first
blocking portion 28a to a position adjacent to the second
blocking portion 284.

FIG. 7 shows that the bracket device 26 can be mounted to
the second post 985 when a second distance D2 exists
between the first post 98a and the second post 985. As shown
in the drawing, the mounting bracket 38 of the bracket device
24 has been adjusted to a position where the distance between
the mounting bracket 38 of the bracket device 24 and the
bracket device 26 is adapted to the second distance D2. It can
be known from the above that the present embodiment can
adapt to racks of different depths, thanks to the adjustability
of the bracket device 24. In particular, the first supporting
bracket 32, the second supporting bracket 34, the third sup-
porting bracket 36, the rail 22, and the mounting bracket 38
continue to support one another when the bracket device 24 is
adjusted to an extended state, thereby ensuring support for
and hence stability of the extended bracket device 24.

While the present invention has been disclosed by the
preferred embodiments described above, the embodiments
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are not intended to be restrictive of the present invention. The
scope of patent protection sought by the applicant is defined
by the appended claims.

The invention claimed is:

1. A bracket device applicable to a rail of a slide rail
assembly, the bracket device comprising:

a first supporting bracket connected to the rail of the slide

rail assembly;

a second supporting bracket movably connected to the first
supporting bracket;

a third supporting bracket movably connected to the sec-
ond supporting bracket;

a mounting bracket movably connected to the third sup-
porting bracket, wherein the mounting bracket com-
prises a side plate, an end plate substantially perpendicu-
larly connected to the side plate, and at least one
mounting member connected to the end plate; the side
plate comprises a first blocking portion and a second
blocking portion; and a slot is defined between the first
blocking portion of the side plate of the mounting
bracket and the second blocking portion of the side plate
of the mounting bracket; and

a connecting member passing through the slot of the side
plate of the mounting bracket and connected to the third
supporting bracket;

wherein the rail further comprises a first blocking portion
and a second blocking portion, a slot is defined between
the first blocking portion of the rail and the second
blocking portion of the rail, and the bracket device fur-
ther comprises a protruding member passing through the
slot of the rail and connected to the second supporting
bracket.

2. The bracket device of claim 1, wherein the rail of the
slide rail assembly further comprises a side, and the first
supporting bracket is connected to the side of the rail of the
slide rail assembly.

3. The bracket device of claim 1, wherein the mounting
bracket further comprises a first bent portion and a second
bent portion respectively connected to two opposite sides of
the side plate, a bracket passage is defined between the first
bent portion and the second bent portion, and the rail of the
slide rail assembly is inserted in the bracket passage such that
the mounting bracket is mounted to the rail and displaceable
relative to the rail.

4. A slide rail assembly, comprising: a rail having two
portions; and a bracket device and another bracket device
respectively mounted to the two portions of the rail so that the
slide rail assembly is mountable to a first post and a second
post of a rack, wherein the bracket device comprises:

a first supporting bracket connected to the rail of the slide

rail assembly;

a second supporting bracket movably connected to the first
supporting bracket;

a third supporting bracket movably connected to the sec-
ond supporting bracket;

a mounting bracket movably connected to the third sup-
porting bracket, the mounting bracket comprising a side
plate, an end plate substantially perpendicularly con-
nected to the side plate, and at least one mounting mem-
ber connected to the end plate, wherein the side plate
comprises a first blocking portion and a second blocking
portion, and a slot is defined between the first blocking
portion of the side plate and the second blocking portion
of'the side plate; and

a connecting member passing through the slot of the side
plate of the mounting bracket and connected to the third
supporting bracket;
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wherein the rail further comprises a first blocking portion
and a second blocking portion, a slot is defined between
the first blocking portion of the rail and the second
blocking portion of the rail, and the bracket device fur-
ther comprises a protruding member passing through the
slot of the rail and connected to the second supporting
bracket.

5. The slide rail assembly of claim 4, wherein the rail
further comprises a side, and the first supporting bracket is
connected to the side of the rail.

6. The slide rail assembly of claim 4, wherein the mounting
bracket further comprises a first bent portion and a second
bent portion respectively connected to two opposite sides of
the side plate, a bracket passage is defined between the first
bent portion and the second bent portion, and the rail of the
slide rail assembly is inserted in the bracket passage such that
the mounting bracket is mounted to the rail and displaceable
relative to the rail.

7. A bracket device applicable to a rail of a slide rail
assembly, the rail comprising an upper wall, a lower wall, and
a middle wall extending and connected between the upper
wall of the rail and the lower wall of the rail, the bracket
device comprising:

a first supporting bracket connected to the middle wall of
the rail, the first supporting bracket comprising an upper
wall, a lower wall, a middle wall extending and con-
nected between the upper wall of the first supporting
bracket and the lower wall of the first supporting bracket,
a first bent portion bent downward from the upper wall
of the first supporting bracket, and a second bent portion
bent upward from the lower wall of the first supporting
bracket and corresponding to the first bent portion of the
first supporting bracket, wherein the upper wall, the
lower wall, the middle wall, the first bent portion, and the
second bent portion of the first supporting bracket
jointly define a supporting passage;

a second supporting bracket located in the supporting pas-
sage of the first supporting bracket, the second support-
ing bracket comprising an upper wall, a lower wall, a
middle wall extending and connected between the upper
wall of the second supporting bracket and the lower wall
ofthe second supporting bracket, a first bent portion bent
downward from the upper wall of the second supporting
bracket, and a second bent portion bent upward from the
lower wall of the second supporting bracket, wherein the
upper wall of the second supporting bracket is located in
the supporting passage of the first supporting bracket
and adjacent to the upper wall of the first supporting
bracket, the lower wall of the second supporting bracket
is located in the supporting passage of the first support-
ing bracket and adjacent to the lower wall of the first
supporting bracket, the middle wall of the second sup-
porting bracket is located in the supporting passage of
the first supporting bracket and adjacent to the middle
wall of the first supporting bracket, and the upper wall,
the lower wall, the middle wall, the first bent portion, and
the second bent portion of the second supporting bracket
jointly define a supporting passage;

a third supporting bracket located in the supporting pas-
sage of the second supporting bracket, the third support-
ing bracket comprising a first bent portion, a second bent
portion, and a middle wall extending and connected
between the first bent portion of the third supporting
bracket and the second bent portion of the third support-
ing bracket, wherein the first bent portion of the third
supporting bracket is located in the supporting passage
of the second supporting bracket and adjacent to the
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upper wall of the second supporting bracket, and the
second bent portion of the third supporting bracket is
located in the supporting passage of the second support-
ing bracket and adjacent to the lower wall of the second
supporting bracket; and

a mounting bracket comprising a side plate adjacent to the
middle wall of the third supporting bracket, an upper
wall and a lower wall respectively connected to two
opposite sides of the side plate, a first bent portion bent
downward from the upper wall of the mounting bracket,
and a second bent portion bent upward from the lower
wall of the mounting bracket, wherein the side plate, the
upper wall, and the lower wall of the mounting bracket
jointly define a receiving space for receiving the first
supporting bracket, the second supporting bracket, and
the third supporting bracket; a bracket passage in which
the rail is insertable is defined between the first bent
portion of the mounting bracket and the second bent
portion of the mounting bracket; the first bent portion of
the mounting bracket corresponds to the upper wall of
the rail; and the second bent portion of the mounting
bracket corresponds to the lower wall of the rail.

8. The bracket device of claim 7, wherein the middle wall
of the rail of the slide rail assembly further comprises a side,
and the first supporting bracket is connected to the side of the
middle wall of the rail.

9. The bracket device of claim 7, wherein the rail further
comprises a first blocking portion and a second blocking
portion, a slot is defined between the first blocking portion of
the rail and the second blocking portion of the rail, and the
bracket device further comprises a protruding member pass-
ing through the slot of the rail and connected to the second
supporting bracket.

10. The bracket device of claim 7, wherein the second
supporting bracket comprises a blocking section, and the
third supporting bracket comprises a blocking section corre-
sponding to the blocking section of the second supporting
bracket.

11. The bracket device of claim 7, wherein the side plate of
the mounting bracket further comprises a first blocking por-
tion and a second blocking portion, a slot is defined between
the first blocking portion of the mounting bracket and the
second blocking portion of the mounting bracket, and the
bracket device further comprises a connecting member pass-
ing through the slot of the side plate of the mounting bracket
and connected to the third supporting bracket.

12. A bracket device applicable to a rail of a slide rail
assembly, the bracket device comprising:

a first supporting bracket connected to the rail of the slide

rail assembly;

a second supporting bracket movably connected to the first
supporting bracket;

a third supporting bracket movably connected to the sec-
ond supporting bracket;

a mounting bracket movably connected to the third sup-
porting bracket, wherein the mounting bracket com-
prises a side plate, an end plate substantially perpendicu-
larly connected to the side plate, and at least one
mounting member connected to the end plate; the side
plate comprises a first blocking portion and a second
blocking portion; and a slot is defined between the first
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blocking portion of the side plate of the mounting
bracket and the second blocking portion of the side plate
of the mounting bracket; and

a connecting member passing through the slot of the side
plate of the mounting bracket and connected to the third
supporting bracket;

wherein the second supporting bracket comprises a block-
ing section, and the third supporting bracket comprises a
blocking section corresponding to the blocking section
of the second supporting bracket.

13. The bracket device of claim 12, wherein the rail of the
slide rail assembly further comprises a side, and the first
supporting bracket is connected to the side of the rail of the
slide rail assembly.

14. The bracket device of claim 12, wherein the mounting
bracket further comprises a first bent portion and a second
bent portion respectively connected to two opposite sides of
the side plate, a bracket passage is defined between the first
bent portion and the second bent portion, and the rail of the
slide rail assembly is inserted in the bracket passage such that
the mounting bracket is mounted to the rail and displaceable
relative to the rail.

15. A slide rail assembly, comprising: a rail having two
portions; and a bracket device and another bracket device
respectively mounted to the two portions of the rail so that the
slide rail assembly is mountable to a first post and a second
post of a rack, wherein the bracket device comprises:

a first supporting bracket connected to the rail of the slide

rail assembly;

a second supporting bracket movably connected to the first
supporting bracket;

a third supporting bracket movably connected to the sec-
ond supporting bracket;

a mounting bracket movably connected to the third sup-
porting bracket, the mounting bracket comprising a side
plate, an end plate substantially perpendicularly con-
nected to the side plate, and at least one mounting mem-
ber connected to the end plate, wherein the side plate
comprises a first blocking portion and a second blocking
portion, and a slot is defined between the first blocking
portion of the side plate and the second blocking portion
of the side plate; and

a connecting member passing through the slot of the side
plate of the mounting bracket and connected to the third
supporting bracket;

wherein the second supporting bracket comprises a block-
ing section, and the third supporting bracket comprises a
blocking section corresponding to the blocking section
of the second supporting bracket.

16. The slide rail assembly of claim 15, wherein the rail
further comprises a side, and the first supporting bracket is
connected to the side of the rail.

17. The slide rail assembly of claim 15, wherein the mount-
ing bracket further comprises a first bent portion and a second
bent portion respectively connected to two opposite sides of
the side plate, a bracket passage is defined between the first
bent portion and the second bent portion, and the rail of the
slide rail assembly is inserted in the bracket passage such that
the mounting bracket is mounted to the rail and displaceable
relative to the rail.



